
Footwear Flexible PVC Compound PLP-2

manufacturer: JSC Plastcab

ООО «НИКОХИМ»

105005, г.Москва, 
Аптекарский переулок, д. 

4, стр. 2, 
офис 201-230

тел: +7 (495) 730 61 77; 
факс: +7 (495) 730 61 76
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CONSUMER INFORMATION:
PVC compound is used for manufacture of industrial production by molding.
PVC compound does not emit harmful products in hazardous for people concentrations and is not explosive at
normal temperature. Emission of hydrogen chloride is possible at long-term exposure of elevated temperatures
(170 5)°С. Maximum permissible concentration of hydrogen chloride in production facilities amounts 5 mg/m3 .
PVC compound is slow-burning, does not burn when removed out of the flame. PVC compound ignition
temperature is 280 – 320 °C. Self-ignition temperature is 350 – 400 °C.
Fire-fighting appliances are fire blanket, fire sand, fire-extinguisher.
Handling instructions are “Protect from moisture”, “Protect from direct sunlight”.
PVC compounds should be transported by all transport means in conformity with the Rules of Transportation
effective for this transport means.
PVC compounds should be stored in closed facilities, protected from direct sunlight and 1 m away from heating
devices. PVC compound storage temperature should not be lower than its freeze-resistance temperature and not
higher than 35°C. PVC compound should be kept for min. 12 hours in the production facilities before being put
into processing.
The guaranteed shelf life is 1 year from the date of manufacturing.

Stabilized flexible polyvinyl chloride compound 
for production of footwear by molding 

SТО 22542799-02-2008

Index 
Grade PLP – 2 

ОКP 22 4322 4800 01

Appearance

Granules the size and the shape of which 

allow their treatment. PVC-plasticized in 

sheets should be uniform in colour with 

smooth surface. Visible to unaided eye 

pores, pockets and foreign impurities are 

not admissible.

Colour
Granules are uncoloured or coloured in 

bulk as per requirement. 

Shore hardness A, scale units, max 80

Melt flow index at (170 0,5) 0 C, g/ 10 min. 10 

Thermal stability at (185 1) 0С, minutes, min 100

Density of foam material, kg/cm3, max 850

Если Вы хотите приобрести эту продукцию или получить дополнительную информацию, обращайтесь 
по телефону:

+7 (8442) 40 64 60, факс: +7 (8442) 40 60 40, e-mail: spk@plastcab.com

NIKOCHEM GROUP

PRODUCTS

PROJECTS

105005, Russia, Moscow, 
Aptekarsky lane, 4, bldg 2, 

office 201-230  

tel : +7 (495) 730 61 77; 
fax: +7 (495) 730 61 76

400097, Russia, 
Volgograd ,

ul. 40 Let VLKSM , 57

tel: +7 (8442) 406107

fax: +7 (8442) 406010

e-mail: market@kaustik.ru


